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The Anker-Systems USB Extension Box 40102.650-xxxx is a USB device which complies
with the USB specifications 2.00. Two different Windows drivers for Windows98,
Windows2000 and Windows xp are available for the device:

VCP driver which maps a virtual Com port for the device in the operating system.
D2XX driver which allows for access via special functions provided in a DLL
file. In this case, the functions must be realised in the user software.

As the USB Extension Box uses the same data format as the Extension Box with RS232
interface, replacement of the Extension Box with RS232 Interface by the VCP driver with the
USB Extension Box is simple.

Installation of this driver and the necessary settings in the Com port no. and the transfer
parameters are described below.

Installation of driver under Windows xp professional (English version):

The prerequisite for the procedure described here is that the driver files are stored on a
"removable media", i.e. on a CD-ROM or a floppy disk.

If the driver files are stored on the HDD the appropriate storage locations must be selected
during installation.

The driver is installed in three steps. First step is installation of the driver for the Extension
Box, then installation of the driver for the virtual Com port and then follows the check to
ensure installation is correct.

Part 1, Installation of driver for the Extension Box:
- Place USB connector of the device in the appropriate USB port.
- The following window appears after a short time:
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-Select "Install from a list or specific location (Advanced)" and then click on "Next".
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-The following window appears after a short time:

ound Mew Har dware Wizard

Please choose your search and installation oplions.

(%) Search for the best diiver in these locations.

Use the check boxes below ta limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

Search removable media (floppy, CO-ROM...]

[ Include this location in the search:

) Don't search, | will choose the driver o install

Choose thiz option to select the device driver from a list. Windows does not guarantee that
the driver pou choose will be the best match for your hardware.

[ < Back ][ Next > ][ Cancel ]

- Place the data media with the driver files in the correct slot.

- Select "Search for the best driver ...." and additional "Search removable media (floppy, CD-
ROM)" and then click on "Next".

- The following window appears after a short time:

ound New Hardware Wizard
Please wait while the wizard installs the software... .

@ Anker-Spstems Extension Box

- The _additional window shown below may appear:

] E The software you ane ingtalling for this hardware:
e

Anker-Systems Extension Box

hasz not paszed Windows Logo testing ta wverify itz compatibility
with windaws =P, [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that pou stop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

’ Continue &npuway ] [ STOF Installation ]

- Click on "Continue Anyway" in this case.
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The window is closed and the previous window shows the progress of the driver installation
as shown below.

1

Please wait while the wizard installs the software._. .

% Anker-Syztems Extension Box

e -

frdiunin. exe
To CNwWIMDOWS S pstem32

[ |

- After installation has been completed, the window is closed and the following window
appears:

f i

Completing the Found New
Hardware Wizard
The wizaid has finished installing the software for:

: Anker-Systems Extension Box

Click Finish to close the wizard

- Click "Finish™ to end the first part of the installation.

Part 2, Installation of the driver for the virtual Com port:
The following window appears after a short time:

I i

Welcome to the Found New
Hardware Wizard

Thig wizard helps vou install software for.

USE Senial Port

\.) If your hard came with an i ion CD
“S or foppy disk, insert it now.

What do you want the wizard to do?

) Install the software autamatically (Recommendad)
(& Install from a list or specific location [Advanced)

Click Mext to continue.
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- Select "Install from a list or specific location (Advanced)" and then click on "Next".
- The following window appears after a short time:

ound Mew Hardware Wizard

Please choose your search and installation oplions.

(%) Search for the best driver in these locations.

Use the check boxes below ta limit or expand the default search, which includes local
paths and remavable media. The best diver found will be installed.

Search removable media (floppy, CO-ROM...)

[ Include this location in the search:

() Dont search, | will choose the driver ba install.

Choosze this option to select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match for your hardware.

[ < Back ][ Mest > ][ Cancel ]

- Select "Search for the best driver ...." and additional "Search removable media (floppy, CD-
ROM)" and then click on "Next".
- The following window appears after a short time:

ound Mew Hardware Wizard
Please wait while the wizard installs the software... .

Q Anker-Systemns Extension Box

- The following additional window may open after a short time:

! } The software you are installing for this hardware:
L.

Anker-Systems Extenzion Box

haz not paszed Windows Logo testing to verify its compatibility
with “Windows %P, [Tell me why this testing is important. ]

Continuing your installation of thiz software may impair
or destabilize the comect operation of your sypstem
either immediately or in the future. Microsoft strongly
recommends that you stop thig installation now and
contact the hardware yendor for software that has
passed Windows Logo testing.

[ Continue Anpway ] ’ STOP Installation

- Click in this case on "Continue Anyway".
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The window is closed and the previous window shows the progress of the driver installation
as shown below.

ound New Hardware Wizard
Please wait while the wizard installs the software... .

% Anker-Systems E stension Box

L
fediuri, exe:
Tao C:ANWIMDOWS\Spstem32

Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for

(g Arker-Systems Extension Box

Click Finish to close the wizard.

- Click on "Finish" to end the second part of the installation.

Part 3, Check that installation is correct:
aEa

File  Action  W¥iew Help

m & 2 A

i) Floppy disk controllers
# b Floppy disk drives
142 IDE ATAJATAPL cantrollers

B3

tension Bax
Intel(r) 826010B/DEM USE 2,0 Enhanced Host Cantraller - 24C0
Intel(r) 828010B/DBN USE Universal Host Contraller - 24C2
Intel(y) 628010BIDEM LISE Uiniversal Host Cantroller - 24C4
USE Root Hub

USE Root Hub L]
USE Root Hub ~

Start the device manager and check the following entries:

- Anker-Systems Extension Box under Universal Serial Bus controllers

- Anker-Systems Extension Box (Comx) under Ports (Com & LPT)

If these entries exist and no warning messages are visible, the driver installation was
successful.
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The device manager should remain active.

The transfer parameters of the virtual Com ports should then be set! The Com port no. can
also be changed to adjust this, if necessary, to the requirements of the user software.

The settings are listed below.

a) Setting of transfer parameters:

- Click on (+) before "Ports (Com & LPT)" in the device manager.
The window shown below appears:

File  Action Wiew Help [
~ & @ =®"a
-2 ANKER.
+ 1; Computer
“go Disk drives
@ Displaw adapters
‘E’? Video Controller (YGA Compatible)
L DVDICD-ROM drives
+ 1= Floppy disk controllers
+ % Floppy disk drives
+ -2 IDE ATA/ATAPL controllers
+-2e Kevboards
+ "_j. Mice and other pointing devices
+-E& Metwork adapters
= Ports (COM & LPT)
' r;,i Anker-Systems Extension Box (COM3)
(;f Communications Port (COM1Y
r;,i Communications Port {COM2)
5 ECP Printer Port {LPT1)
+ ﬂ Processors
+ B.; Sound, video and game controllers

+- by System devices
+ Universal Serial Bus controllers

¥

F

- Select "Anker-Systems Extension Box (COMXx)" and then "Properties” in the context menu
(right-hand mouse key)
The window shown overleaf then appears:
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Anker-Systems Extension Box (COM3) Properties

General | Port Settings || Driver |

[2]x]

3 Anker-Systems Extenzion Baw [COM3)

Device type: Partz [COM & LPT)
M anufacturer: FTDI

Lacatian: an Anker-Systems Extension Bax

Device status

Thiz device iz warking properly.

IF wou are having problemns with this device, click Troubleshoot to
start the troubleshooter,

Troubleshoat....

Device usage:

Use this device [enable)

o

o« I

Cancel l

- Select the tab "Port Settings"
and the window shown below appears:

Anker-Systems Extension Box {COM3) Properties

| General| Port Settings

Bits per secand | 3600 ~|
Data bits: |3 v|
Paity: |Even |
Stap bits: |1 v
Flow cortrol: |None v|

[ Advanced.. | | Restore Defauls |

] ] [ Cancel
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- Select the following transfer parameters:
9600 bits per second, 8 data bits, even parity, 1 Stop bit, None Flow control
- NOTE ! The setting of the listed values must be retained !

b) Setting of Com port no.:

Select "Advanced" in the displayed window
The window shown below appears:

or COM 2]
Use FIFD buffers [reguires 16550 compatible UART)
Select lower settings to correct connection problems _
-Cancel
Select higher settings for faster performance.
(oo |
Receive Buffer: Low [1] J High[14)  [14]
Transmit Buffer: Law 1] r J High[16]  [18]
COM Port Number: | COM3 v

Select the required port no. from "Com Port Number" and close the window by clicking on
IIOKII

Then close the other windows with "OK"

Close the device manager by clicking on "X"

The Anker-Systems Extension Box is now ready to operate.




